SOUTHEAST
THERMAL SYSTEMS SSR LISt

Single Phase Solid State Relays  Description Certification
ISSR-05DD 5Amp OperatingVoltage: 5-60 VDC cURus, CE
ISSR-10DA 10 Amp Operating Voltage: 24-380 VAC cURus, CE
ISSR-25DA 25 Amp; Operating Voltage: 24- 380 VAC cURus, CE
ISSR-25DA-H 25 Amp; Operating Voltage: 90-480 VAC cURus, CE
ISSR-40DA-H 40 Amp; Operating Voltage: 90- 480 VAC cURus, CE
ISSR-50DA 50 Amp; Operating Voltage: 24-380 VAC cURus, CE
ISSR-50DA-H 50 Amp; Operating Voltage: 90-480 VAC cURus, CE
ISSR-75DA-H 75 Amp; Operating Voltage: 90- 480 VAC cURus, CE
IHPR-100DA-H 100 Amp; Operating Voltage: 24-550 VAC CE
ISSR-25AA-L 25 Amp; Operating Voltage: 24-380 VAC cURus, CE

| Input Voltage: 80-250 VAC |

. ISSR-10AA 10 Amp; Operating Voltage: 24-380 VAC cURus, CE
ISSR-25AA 25 Amp; Operating Voltage: 24- 380 VAC cURus, CE
ISSR-25AA-H 25 Amp; Operating Voltage: 90-480 VAC cURus, CE
ISSR-40AA-H 40 Amp; Operating Voltage: 90- 480 VAC cURus, CE
ISSR-50AA 50 Amp; Operating Voltage: 24-380 VAC cURus, CE
ISSR-50AA-H 50 Amp; Operating Voltage: 90-480 VAC cURus, CE
ISSR-75AA-H 75 Amp; Operating Voltage: 90-480 VAC cURus, CE
IHPR-100AA-H 100 Amp; Operating Voltage: 24-550 VAC CE
ISSR-25LA 25 Amp; Operating Voltage: 90-250 VAC cURus, CE
ISSR-40LA 40 Amp; Operating Voltage: 90-250 VAC cURus, CE
ISSR-40LA-H 40 Amp; Operating Voltage: 250-480 VAC cURus, CE
ISSR-50LA 40 Amp; Operating Voltage: 90-250 VAC cURus, CE

"ISSR-50LA-H 50 Amp; Operating Voltage: 250-480 VAC cURus, CE

- ISSR-75LA 75 Amp; Operating Voltage: 90-250 VAC cURus, CE

- ISSR-75LA-H -75 Amp; Operating Voltage: 250-480 VAC cURus, CE

| Three-Phase Solid State Relays Description Certification l

ITSR-25DA-H 25 Amp; Operating Voltage: 90- 480 VAC CE
~ ITSR-40DA-H 40 Amp; Operating Voltage: 90- 480 VAC CE

ITSR-75DA-H 75 Amp; Operating Voltage: 90- 480 VAC CE
" IESR-100DA-H 100 Amp; Operating Voltage: 90- 480 VAC CE

Input Voltage: 80-250 VAC

ITSR-25AA-H 25 Amp; Operating Voltage: 90- 480 VAC CE

ITSR-40AA-H 40 Amp; Operating Voltage: 90- 480 VAC CE

ITSR-75AA-H 75 Amp; Operating Voltage: 90- 480 VAC CE

IESR-100AA-H 20-265 VAC/DC 100 Amp; Operating Voltage: 24-550 VAC CE



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (3 Pole);

SSR3-2552-TSHS1
SSR3-2552-TSHS2
SSR3-2552-TSHS3

SSR3-2552-TSHS1-D
SSR3-2552-TSHS2-D
SSR3-2552-TSHS3-D

SSR3-4053-TSHS1
SSR3-4053-TSHS2
SSR3-4053-TSHS3

SSR3-4053-TSHS1-D
SSR3-4053-TSHS2-D
SSR3-4053-TSHS3-D

SSR3-5053-TSHS1
SSR3-5053-TSHS2
SSR3-5053-TSHS3

SSR3-5053-TSHS1-D
SSR3-5053-TSHS2-D
SSR3-5053-TSHS3-D

SSR3-7553-TSHS1
SSR3-7553-TSHS2
SSR3-7553-TSHS3

SSR3-7553-TSHS1-D
SSR3-7553-TSHS2-D
SSR3-7553-TSHS3-D

Input: 4-20 mA; Phase Fired

25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 120 VAC Fan
25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 240 VAC Fan
25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; without Fan

25 Amps; Input: 4-20 mA; Output Voltage:
25 Amps; Input: 4-20 mA; Output Voltage:

25 Amps; Input: 4-20 mA; Output Voltage

40 Amps; Input: 4-20 mA; Output Voltage:
40 Amps; Input: 4-20 mA; Output Voltage:
40 Amps; Input: 4-20 mA; Output Voltage:

40 Amps; Input: 4-20 mA; Output Voltage:

40 Amps; Input: 4-20 mA; Output Voltage

40 Amps; Input: 4-20 mA; Output Voltage:

50 Amps; Input: 4-20 mA; Output Voltage:
50 Amps; Input: 4-20 mA; Output Voltage:
50 Amps; Input: 4-20 mA; Output Voltage:

50 Amps; Input: 4-20 mA; Output Voltage:
50 Amps; Input: 4-20 mA; Output Voltage:
50 Amps; Input: 4-20 mA; Output Voltage:

75 Amps; Input: 4-20 mA; Output Voltage:
75 Amps; Input: 4-20 mA; Output Voltage:
75 Amps; Input: 4-20 mA; Output Voltage:

75 Amps; Input: 4-20 mA; Output Voltage:

75 Amps; Input: 4-20 mA; Output Voltage
75 Amps; Input: 4-20 mA; Output Voltage

90-250 VAC; TS; HS; 120 VAC Fan
90-250 VAC; TS; HS; 240 VAC Fan
1 90-250 VAC; TS; HS; without Fan

250-480 VAC; TS; HS; 120 VAC Fan
250-480 VAC; TS; HS; 240 VAC Fan
250-480 VAC; TS; HS; without Fan

250-480 VAC; TS; HS; 120 VAC Fan
1 250-480 VAC; TS; HS; 240 VAC Fan
250-480 VAC; TS; HS; without Fan

250-480 VAC; TS; HS; 120 VAC Fan
250-480 VAC; TS; HS; 240 VAC Fan
250-480 VAC; TS; HS; without Fan

250-480 VAC; TS; HS; 120 VAC Fan
250-480 VAC; TS; HS; 240 VAC Fan
250-480 VAC; TS; HS; without Fan

250-480 VAC; TS; HS; 120 VAC Fan
250-480 VAC; TS; HS; 240 VAC Fan
250-480 VAC; TS; HS; without Fan

250-480 VAC; TS; HS; 120 VAC Fan
1 250-480 VAC; TS; HS; 240 VAC Fan
1 250-480 VAC; TS; HS; without Fan



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (3 Pole) Description

SSR3-4013-TSHS1
SSR3-4013-TSHS2
SSR3-4013-TSHS3

SSR3-4013-TSHS1-D
SSR3-4013-TSHS2-D
SSR3-4013-TSHS3-D

SSR3-4043-TSHS1
SSR3-4043-TSHS2
SSR3-4043-TSHS3

SSR3-4043-TSHS1-D
SSR3-4043-TSHS2-D
SSR3-4043-TSHS3-D

SSR3-7513-TSHS1
SSR3-7513-TSHS2
SSR3-7513-TSHS3

SSR3-7513-TSHS1-D
SSR3-7513-TSHS2-D
SSR3-7513-TSHS3-D

SSR3-7543-TSHS1
SSR3-7543-TSHS2
SSR3-7543-TSHS3

SSR3-7543-TSHS1-D
SSR3-7543-TSHS2-D
SSR3-7543-TSHS3-D

SSR3-10014-TSHS1
SSR3-10014-TSHS2
SSR3-10014-TSHS3

SSR3-10014-TSHS1-D
SSR3-10014-TSHS2-D
SSR3-10014-TSHS3-D

SSR3-10044-TSHS1
SSR3-10044-TSHS2
SSR3-10044-TSHS3

SSR3-10044-TSHS1-D
SSR3-10044-TSHS2-D
SSR3-10044-TSHS3-D

40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail

75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

75 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
75 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
75 Amps; Input Voltage: 80-250 VAC,; Output Voltage: 90-480 VAC; TS; HS; without Fan

75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
100 Amps; Input Voltage: 4-32 VDC,; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; without Fan

100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; without Fan

100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; without Fan

100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; without Fan



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (2 Pole) Input: 4-20 mA; Phase Fired

SSR2-4053-TSHS1 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR2-4053-TSHS2 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR2-4053-TSHS3 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR2-4053-TSHS1-D 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR2-4053-TSHS2-D 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR2-4053-TSHS3-D 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR2-5053-TSHS1 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR2-5053-TSHS2 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR2-5053-TSHS3 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR2-5053-TSHS1-D 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR2-5053-TSHS2-D 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR2-5053-TSHS3-D 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR2-7553-TSHS1 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR2-7553-TSHS2 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR2-7553-TSHS3 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR2-7553-TSHS1-D 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR2-7553-TSHS2-D 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR2-7553-TSHS3-D 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR Series Power Controllers (3 Pole) Description

SSR3-2513-TSHS1 25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR3-2513-TSHS2 25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR3-2513-TSHS3 25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR3-2513-TSHS1-D 25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
SSR3-2513-TSHS2-D 25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
SSR3-2513-TSHS3-D 25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail

SSR3-2543-TSHS1 25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR3-2543-TSHS2 25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR3-2543-TSHS3 25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR3-2543-TSHS1-D 25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
SSR3-2543-TSHS2-D 25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
SSR3-2543-TSHS3-D 25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (2 Pole) Description

SSR2-7513-TSHS1 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR2-7513-TSHS2 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR2-7513-TSHS3 75 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR2-7513-TSHS1-D 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR2-7513-TSHS2-D 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR2-7513-TSHS3-D 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR2-7543-TSHS1 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR2-7543-TSHS2 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR2-7543-TSHS3 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR2-7543-TSHS1-D 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR2-7543-TSHS2-D 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR2-7543-TSHS3-D 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR2-10014-TSHS1 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR2-10014-TSHS2 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR2-10014-TSHS3 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR2-10014-TSHS1-D 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR2-10014-TSHS2-D 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR2-10014-TSHS3-D 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR2-10044-TSHS1 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR2-10044-TSHS2 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR2-10044-TSHS3 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR2-10044-TSHS1-D 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR2-10044-TSHS2-D 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR2-10044-TSHS3-D 100 Amps; Input Voltage: 80-250 VAC,; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR Series Power Controllers (2 Pole) Input: 4-20 mA; Phase Fired

SSR2-2552-TSHS1 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 120 VAC Fan
SSR2-2552-TSHS2 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 240 VAC Fan
SSR2-2552-TSHS3 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; without Fan

SSR2-2552-TSHS1-D 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 120 VAC Fan
SSR2-2552-TSHS2-D 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 240 VAC Fan
SSR2-2552-TSHS3-D 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; without Fan



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (2 Pole) Description

SSR2-4013-TSHS1
SSR2-4013-TSHS2
SSR2-4013-TSHS3

SSR2-4013-TSHS1-D
SSR2-4013-TSHS2-D
SSR2-4013-TSHS3-D

SSR2-4043-TSHS1
SSR2-4043-TSHS2
SSR2-4043-TSHS3

SSR2-4043-TSHS1-D
SSR2-4043-TSHS2-D
SSR2-4043-TSHS3-D

SSR2-5012-TSHS1
SSR2-5012-TSHS2
SSR2-5012-TSHS3

SSR2-5012-TSHS1-D
SSR2-5012-TSHS2-D
SSR2-5012-TSHS3-D

SSR2-5013-TSHS1
SSR2-5013-TSHS2
SSR2-5013-TSHS3

SSR2-5013-TSHS1-D
SSR2-5013-TSHS2-D
SSR2-5013-TSHS3-D

SSR2-5042-TSHS1
SSR2-5042-TSHS2
SSR2-5042-TSHS3

SSR2-5042-TSHS1-D
SSR2-5042-TSHS2-D
SSR2-5042-TSHS3-D

SSR2-5043-TSHS1
SSR2-5043-TSHS2
SSR2-5043-TSHS3

SSR2-5043-TSHS1-D
SSR2-5043-TSHS2-D
SSR2-5043-TSHS3-D

40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail

50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 80-250 VAC,; Output Voltage: 90-480 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (2 Pole) Description

SSR2-2512-TSHS1
SSR2-2512-TSHS2
SSR2-2512-TSHS3

SSR2-2512-TSHS1-D
SSR2-2512-TSHS2-D
SSR2-2512-TSHS3-D

SSR2-2513-TSHS1
SSR2-2513-TSHS2
SSR2-2513-TSHS3

SSR2-2513-TSHS1-D
SSR2-2513-TSHS2-D
SSR2-2513-TSHS3-D

SSR2-2522-TSHS1
SSR2-2522-TSHS2
SSR2-2522-TSHS3

SSR2-2522-TSHS1-D
SSR2-2522-TSHS2-D
SSR2-2522-TSHS3-D

SSR2-2542-TSHS1
SSR2-2542-TSHS2
SSR2-2542-TSHS3

SSR2-2542-TSHS1-D
SSR2-2542-TSHS2-D
SSR2-2542-TSHS3-D

SSR2-2543-TSHS1
SSR2-2543-TSHS2
SSR2-2543-TSHS3

SSR2-2543-TSHS1-D
SSR2-2543-TSHS2-D
SSR2-2543-TSHS3-D

25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail

Price



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (1 Pole) Input: 4-20 mA; Phase Fired

SSR1-4053-TSHS1 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR1-4053-TSHS2 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR1-4053-TSHS3 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR1-4053-TSHS1-D 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR1-4053-TSHS2-D 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR1-4053-TSHS3-D 40 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR1-5053-TSHS1 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR1-5053-TSHS2 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR1-5053-TSHS3 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR1-5053-TSHS1-D 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR1-5053-TSHS2-D 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR1-5053-TSHS3-D 50 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR1-7553-TSHS1 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR1-7553-TSHS2 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR1-7553-TSHS3 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR1-7553-TSHS1-D 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 120 VAC Fan
SSR1-7553-TSHS2-D 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; 240 VAC Fan
SSR1-7553-TSHS3-D 75 Amps; Input: 4-20 mA; Output Voltage: 250-480 VAC; TS; HS; without Fan

SSR Series Power Controllers (2 Pole) Description

SSR2-0511-TSHS1 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; 120 VAC Fan
SSR2-0511-TSHS2 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; 240 VAC Fan
SSR2-0511-TSHS3 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-36 VAC; TS; HS; without Fan

SSR2-0511-TSHS1-D 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VAC; TS; HS; 120 VAC Fan; DIN Rail
SSR2-0511-TSHS2-D 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VAC; TS; HS; 240 VAC Fan; DIN Rail
SSR2-0511-TSHS3-D 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VAC; TS; HS; without Fan; DIN Rail

SSR2-1012-TSHS1 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
SSR2-1012-TSHS2 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
SSR2-1012-TSHS3 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan

SSR2-1012-TSHS1-D 10 Amps; Input Voltage: 3-30 VDC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
SSR2-1012-TSHS2-D 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
SSR2-1012-TSHS3-D 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

SSR2-1042-TSHS1 10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
SSR2-1042-TSHS2 10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
SSR2-1042-TSHS3 10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

SSR2-1042-TSHS1-D 10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
SSR2-1042-TSHS2-D 10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
SSR2-1042-TSHS3-D 10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (1 Pole) Description

SSR1-7513-TSHS1 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR1-7513-TSHS2 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR1-7513-TSHS3 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR1-7513-TSHS1-D 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR1-7513-TSHS2-D 75 Amps; Input Voltage: 3-32 VVDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR1-7513-TSHS3-D 75 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR1-7543-TSHS1 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR1-7543-TSHS2 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR1-7543-TSHS3 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR1-7543-TSHS1-D 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
SSR1-7543-TSHS2-D 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
SSR1-7543-TSHS3-D 75 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

SSR1-10014-TSHS1 100 Amps; Input Voltage: 4-32 VDC,; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR1-10014-TSHS2 100 Amps; Input Voltage: 4-32 VDC,; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR1-10014-TSHS3 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR1-10014-TSHS1-D 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR1-10014-TSHS2-D 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR1-10014-TSHS3-D 100 Amps; Input Voltage: 4-32 VDC; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR1-10044-TSHS1 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR1-10044-TSHS2 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR1-10044-TSHS3 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR1-10044-TSHS1-D 100 Amps; Input Voltage: 80-250 VAC,; Output Voltage: 24-550 VAC; TS; HS; 120 VAC Fan
SSR1-10044-TSHS2-D 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; 240 VAC Fan
SSR1-10044-TSHS3-D 100 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-550 VAC; TS; HS; without Fan

SSR Series Power Controllers (1 Pole) Input: 4-20 mA; Phase Fired

SSR1-2552-TSHS1 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 120 VAC Fan
SSR1-2552-TSHS2 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 240 VAC Fan
SSR1-2552-TSHS3 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; without Fan

SSR1-2552-TSHS1-D 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 120 VAC Fan; DIN Rail
SSR1-2552-TSHS2-D 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; 240 VAC Fan; DIN Rail
SSR1-2552-TSHS3-D 25 Amps; Input: 4-20 mA; Output Voltage: 90-250 VAC; TS; HS; without Fan; DIN Rail



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (1 Pole) Description

SSR1-4013-TSHS1
SSR1-4013-TSHS2
SSR1-4013-TSHS3

SSR1-4013-TSHS1-D
SSR1-4013-TSHS2-D
SSR1-4013-TSHS3-D

SSR1-4043-TSHS1
SSR1-4043-TSHS2
SSR1-4043-TSHS3

SSR1-4043-TSHS1-D
SSR1-4043-TSHS2-D
SSR1-4043-TSHS3-D

SSR1-5012-TSHS1
SSR1-5012-TSHS2
SSR1-5012-TSHS3

SSR1-5012-TSHS1-D
SSR1-5012-TSHS2-D
SSR1-5012-TSHS3-D

SSR1-5013-TSHS1
SSR1-5013-TSHS2
SSR1-5013-TSHS3

SSR1-5013-TSHS1-D
SSR1-5013-TSHS2-D
SSR1-5013-TSHS3-D

SSR1-5042-TSHS1
SSR1-5042-TSHS2
SSR1-5042-TSHS3

SSR1-5042-TSHS1-D
SSR1-5042-TSHS2-D
SSR1-5042-TSHS3-D

SSR1-5043-TSHS1
SSR1-5043-TSHS2
SSR1-5043-TSHS3

SSR1-5043-TSHS1-D
SSR1-5043-TSHS2-D
SSR1-5043-TSHS3-D

40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
40 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
40 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail

50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
50 Amps; Input Voltage: 80-250 VAC,; Output Voltage: 90-480 VAC; TS; HS; without Fan

50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
50 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail



SOUTHEAST

THERMAL SYSTEMS

SSR Series Power Controllers (1 Pole) Description

SSR1-1042-TSHS1
SSR1-1042-TSHS2
SSR1-1042-TSHS3

SSR1-1042-TSHS1-D
SSR1-1042-TSHS2-D
SSR1-1042-TSHS3-D

SSR1-2512-TSHS1
SSR1-2512-TSHS2
SSR1-2512-TSHS3

SSR1-2512-TSHS1-D
SSR1-2512-TSHS2-D
SSR1-2512-TSHS3-D

SSR1-2513-TSHS1
SSR1-2513-TSHS2
SSR1-2513-TSHS3

SSR1-2513-TSHS1-D
SSR1-2513-TSHS2-D
SSR1-2513-TSHS3-D

SSR1-2522-TSHS1
SSR1-2522-TSHS2
SSR1-2522-TSHS3

SSR1-2522-TSHS1-D
SSR1-2522-TSHS2-D
SSR1-2522-TSHS3-D

SSR1-2542-TSHS1
SSR1-2542-TSHS2
SSR1-2542-TSHS3

SSR1-2542-TSHS1-D
SSR1-2542-TSHS2-D
SSR1-2542-TSHS3-D

SSR1-2543-TSHS1
SSR1-2543-TSHS2
SSR1-2543-TSHS3

SSR1-2543-TSHS1-D
SSR1-2543-TSHS2-D
SSR1-2543-TSHS3-D

10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
10 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 3-32 VDC,; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 3-32 VDC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 15-60 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan

25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 120 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; 240 VAC Fan; DIN Rail
25 Amps; Input Voltage: 80-250 VAC; Output Voltage: 90-480 VAC; TS; HS; without Fan; DIN Rail
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MDigital Power Controllers (1-Phase 2-Pole; Auxiliary 110/220 VAC Description

* EPS2-40-(H) 40 Amps; Input Voltage: Universal;, Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired
EPS2-60-(H) 60 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired
EPS2-80-(H) 80 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired
EPS2-100-(H) 100 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired
EPS2-125-(H) 125 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired

Digital Power Controllers (3-Phase); Auxiliary 110/220 VAC Description

EPS3-40-(H) 40 Amps; Input Voltage: Universal;, Output Voltage: 200-240, 480 VVAC; Zero Cross or Phase Fired
EPS3-60-(H) 60 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired
EPS3-80-(H) 80 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired

TPS83-100-(H) 140y only 125 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired
TPS3-125-(H), 40y only 125 Amps; Input Voltage: Universal; Output Voltage: 200-240, 480 VAC; Zero Cross or Phase Fired
TPS3-160-(H)440v only 160 Amps; Input Voltage: Universal; Output Voltage: 480 VAC; Zero Cross or Phase Fired

TPS3-200-(H) 110v only 200 Amps; Input Voltage: Universal; Output Voltage: 480 VAC; Zero Cross or Phase Fired

Digital Power Controllers Description

F-40ET 40 Amp Quick Blow Fuse for 480 VAC for EPS-40 and TPS-40
F-63ET 63 Amp Quick Blow Fuse for 480 VAC for EPS-60 and TPS-60
F-80ET 80 Amp Quick Blow Fuse for 480 VAC for EPS-80 and TPS-80
F-100 FE 100 Amp Quick Blow Fuse for 480 VAC for EPS-100 and TPS-100
F-660GHX 125 125 Amp Quick Blow Fuse for 480 VAC for TPS-125

F-660GH-160ULCT 160 Amp Quick Blow Fuse for 480 VAC for TPS-160
F-660GH-200ULCT 200 Amp Quick Blow Fuse for 480 VAC for TPS-200

SSR Series Power Controllers (1 Pole) Description

SSR1-0511-TSHSH1 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; 120VAC Fan
SSR1-0511-TSHS2 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; 240VAC Fan
SSR1-0511-TSHS3 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; without Fan

SSR1-0511-TSHS1-D 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; 120VAC Fan; DIN Rail
SSR1-0511-TSHS2-D 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; 240VAC Fan; DIN Rail
SSR1-0511-TSHS3-D 5 Amps; Input Voltage: 3-32 VDC; Output Voltage: 5-60 VDC; TS; HS; without Fan; DIN Rail

SSR1-1012-TSHS1 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120VAC Fan
SSR1-1012-TSHS2 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240VAC Fan
SSR1-1012-TSHS3 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan

SSR1-1012-TSHS1-D 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 120VAC Fan; DIN Rail

SSR1-1012-TSHS2-D 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; 240VAC Fan; DIN Rail
SSR1-1012-TSHS3-D 10 Amps; Input Voltage: 3-32 VDC; Output Voltage: 24-380 VAC; TS; HS; without Fan; DIN Rail

Note: (H) = 480 VAC High Voltage
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Variable Resistance 500k; Output: 24-380 VAC

ISSR-40VA

VR-500KOhm (220VAC)

SSR-VA-VR500K-A

SSR-VA-VR500K-TSHS2

Adjustable Solid State Relay; Phase Switching; 40 Amp:
Input: Variable Resistance 500k; Output: 24-380VAC; cURus; CE Certified

Potentiometer including Scale and Trimmer; The Dial is 0-100;
(This item is needed for above item)

Adjustable Solid State Relay; Phase Switching: 40 Amp;
Input: Variable Resistance; Output: 24-380VAC; cURus; CE Certified
with Potentiometer including Scale and Trimmer; the Dial is 0-100

Adjustable Solid State Relay; Phase Switching: 40 Amp;

Input: Variable Resistance; Output: 24-380VAC; cURus; CE Certified
with Potentiometer including Scale and Trimmer;

the Dial is 0-100

SSR-VA-VR500K-TSHS2-D Adjustable Solid State Relay; Phase Switching: 40 Amp;

Solid State Relay Accessories Description

" PPC-SSR
IHS-50-H
IHS-50
IHS-150
ITSR-100
ISF11592A
ISF23092A
IHS-4258
IHS-ESR-100
CF-100DA-H-1
CF-100DA-H-2
IHS-ESR-60

Input: Variable Resistance; Output: 24-380VAC; cURus; CE Certified
with Potentiometer including Scale and Trimmer;
the Dial is 0-100; DIN Rail Mounting

Protective Plastic Cover for SSR’s (Touch Safe)

1-Phase Heat Sink (2" H x 2" W x 3" L)

1-Phase Heat Sink (3.75" Hx 2" W x 4" L)

3-Phase Heat Sink (3.75" Hx 6" W x 4" L)

3-Phase Heat Sink (3.75" Hx 4" W x 4" L)

110 VAC Fan for 3-Phase Heat Sink

220 VAC Fan for 3-Phase Heat Sink

Heat Transfer Film (.017” / .45 mm Thick)

Heat Sink for IHPR-100DA-H Solid State Relay, (3.25" H x4” L x 3.75" W)
Cooling Fan for IHPR-100DA-H Solid State Relay, 120V, (3.125" x 3.125” x 1" T)
Cooling Fan for IHPR-100DA-H Solid State Relay, 240v, (3.125” x 3.125" x 1" T)
Brushed Aluminum(VvF)1-Phase Heat Sink 2.375" W x 3.27" H x 3.75" L (60mm W x 83mm H x 95mm L)

Digital Power Controllers (1-Phase 1-Pole; Auxiliary 110/220 VAC Description

EPS1-40-H
EPS1-60-H
EPS1-80-H
EPS1-100-H

40 Amps; Input Voltage: Universal;, Output Voltage: 480 VAC; Zero Cross or Phase Fire
60 Amps; Input Voltage: Universal; Output Voltage: 480 VAC; Zero Cross or Phase Fire
80 Amps; Input Voltage: Universal; Output Voltage: 480 VAC; Zero Cross or Phase Fire
100 Amps; Input Voltage: Universal; Output Voltage: 480 VAC; Zero Cross or Phase Fire

Note: (H) = 480 VAC High Voltage





